
OUR PRODUCTS

• Language of Bricks

• Plaster Products

• Wine Cooler

• Special Shaped Bricks

• Face Bricks

• Handmade Cobbles

• Pool Copings

• Paving Bricks
 
 

 
 
Quality Standards 
Certificates:
SABS Certificate 
SABS ISO 9001 

 
To meet the needs of today's environmentally-conscious building professional and property owner Crammix Clay Face Bricks go 
beyond mere aesthetic appeal. Our products are engineered according to the design principles required for sustainable 
buildings. In other words, they are highly durable, long lasting, energy efficient, have low embodied energy, high 
thermal mass, and are fully recyclable for reuse.

To find out what type of clay brick is most suited to your application click here

All Crammix clay face bricks have a high compressive strength and load bearing capacity. Available in a selection of natural earthy 
colours and surface textures, they allow for flexibility in design, and can blend into any natural or built environment. Even after 
long term exposure they retain their authentic good looks, making them one of the most easy-to-maintain, environmentally-
friendly and cost-effective materials over the full life cycle of any building.

For the full palette of Crammix Clay Face Bricks available to you click here 
 
 

Karoo Blend Rustic

Coverage 52 per m²

Class FBA

Average Compressive Strength 50 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm
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Moisture Expansion Category II

Average Water Absorption 6,8%

Efflorescence Slight

  

 

Karoo Blend Travertine

Coverage 52 per m²

Class FBA

Average Compressive Strength 50 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm

Moisture Expansion Category II

Average Water Absorption 6,8%

Efflorescence Slight

 

Sahara Sand Rustic

Coverage 52 per m²

Class FBS

Average Compressive Strength 45 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm
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Moisture Expansion Category II

Average Water Absorption 5,8%

Efflorescence Slight

  

 

Sahara Sand Travertine

Coverage 52 per m²

Class FBS

Average Compressive Strength 45 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm

Moisture Expansion Category II

Average Water Absorption 7%

Efflorescence Slight

 

Apricot Rustic

Coverage 52 per m²

Class FBS

Average Compressive Strength 60 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm
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Moisture Expansion Category II

Average Water Absorption 5,5%

Efflorescence Slight

 

 

 

Apricot Travertine

Coverage 52 per m²

Class FBS

Average Compressive Strength 56 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm

Moisture Expansion Category II

Average Water Absorption 5,9%

Efflorescence Slight

 

Flame Blue Rustic

Coverage 52 per m²

Class FBA

Average Compressive Strength 39 MPA

Material Clay, perforated

Average Mass 2,5 Kg

Average Size 222 x 106 x 73mm
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Moisture Expansion Category II / III

Average Water Absorption 9,5%

Efflorescence Slight

 

 

 

Flame Blue Travertine

Coverage 52 per m²

Class FBA

Average Compressive Strength 39 MPA

Material Clay, perforated

Average Mass 2,7 Kg

Average Size 222 x 106 x 73mm

Moisture Expansion Category II / III

Average Water Absorption 7,7%

Efflorescence Slight

 

Flame Blue Smooth

Coverage 52 per m²

Class FBA

Average Compressive Strength 45 MPA

Material Clay, perforated

Average Mass 2,7 Kg

Average Size 222 x 106 x 73mm
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Moisture Expansion Category II / III

Average Water Absorption 8%

Efflorescence Nil/Slight

 

 

Dune Travertine

Coverage 52 per m²

Class FBA

Average Compressive Strength 58 MPA

Material Clay, perforated

Average Mass 2,6 Kg

Average Size 222 x 106 x 73mm

Moisture Expansion Category II

Average Water Absorption 6,3%

Efflorescence Nil/Slight
 

SPECIALS: AVAILABLE BY ARRANGEMENT 
Due to the natural qualities of clay, variations in brick colours may occur - use this information as a 
general guide. 
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